BDH-01 KIT Installation Manual

Kit includes hardware for 1 3/s” and 1 34” doors. Hardware for 2 4"

doors is available.
1) Overall layout
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2) Prepare the wall
We do not recommend installing track directly into
drywall due to potential lack of support. Install a header
board that is taller (1x4 or 1x6) and at least as long as the
track. Using anchors, attached hearder board into door
header and/or wall studs. Please note, header board and
anchoring hardware is not part of this kit. See Section 3
for track placement instructions.

3) Track placement

- Center the holes in the track at door height plus 1 ''/16”
from the finished floor. Center of first track hole should be
4 34" past finished end of doorway opposite of where door
will be when in open position.

- On 78 34" track, holes are spaced every 17 "/1¢”. All other
tracks use 19 /16" spacing.

- Mark holes and predrill for wall anchors and use a level
to ensure even installation.

* Header board shown.
Board and anchoring
screws not included in kit
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4) Track installation

- Slide track stops on either end of track. Final position of
stops will be between first and second holes on either
side. Loosely secure stops at this time.

- Place spacer behind track and attach track to wall with
appropriate anchor.
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5) Door preparation

- If necessary, mortise a slot in bottom of door 3/s” wide by
34" deep if using optional floor guide (see step 8).

- Top door bolt hole location should be 1 >/s” from top of
door and a minimum of 2” from edge of door, ideally in
middle of stile.

- Second hole will be 3 °/16” below first.

- Alignment of door holes is critical. Once roller is installed,
measurements allow for a 2" gap between top of door
and middle groove of door roller. If distance is smaller,
anti-jump disc will interfere with door opening and
closing. If distance is greater, anti-jump disc may not
function as designed.
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7) Hang doors

- Place door on track

- Rotate anti-jump disc so disc is fully on top of door.
Tighten screws fully to secure. For future removal of
doors, loosen screws and rotate disc.
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6) Anti-jump disc installation

- To install, place disc halfway over front edge of door and
approximately 1” from hanger edge. Screw hole will be
located approximately one-third from door edge. Mark
and predrill. Attach disc with supplied screws, but do not
fully tighten. When disc edge is outside door edge, door
can be installed or removed.
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8) Floor guide

-To install optional floor mounted door guides, note position
of door slot when door is fully open. Guide should be installed
so thatitis covered by door when in this position. Using level,
make sure door is plumb. Mark floor for hole location and
predrill. Anchor with supplied hardware and install.
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9) Final steps

- Adjust track stops to allow for full door movement.
Tighten with supplied hardware.

- Check that anti-jump discs are secure and do not allow
door to be removed.

Place roller on top of door and centered
between front and back sides. Outside edge
of hanger arm should be a minium of 2" from
edge of door, ideally in middle of stile.

Mark hole location. Repeat on opposite side

© % of door.
- = Using 1/8" bit, drill pilot holes where marked.
: 9/7_ T /) Centrtostie Repeat on opposite side of door.
16 ~. ~~ or minimum of .
— N "%% At Place roller back on top of door and, using
3% BDH-10 KIT hardware supplied, fasten roller to door top.
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